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NOTES:
— Designed to meet the requirements of WorksafeBC
guidlines and requirements for temporary work platform
— Minimum guyline pretension = 1,000 Ibs
— Minimum ground anchor capacity = 8,000 Ibs
— Roof section and guylines must be connected at all times
| OWNER | NEXEN ENERGY ULC |
| MANUFACTURER | STEWART & STEVENSON CANADA INC |
| MFG DATE | NOVEMBER 2014
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ISSUED FOR MANUFACTURE 0 0468A 1 27131681 - |200CT2014| RT | — [ISSUED FOR PRODUCTION.
. . REV | REFERENCE _[QTY USED ON ECO DATE | BY [ ZONE DESCRIPTION
M UNLESS OTHERWISE SPECIFIED TOTAL ary: DO NOT SCALE 3111 SHEPARD PLACE SE. INFORMATION ON THIS DOGUMENT s PROPRIETARY
1. STAINLESS STEEL 14 GA. (1/16"). ALL DIMENSIONS ARE IN INCHES JOB ORDER: SHEET SIZE: & CALGARY, ALBERTA T2C 4P1 DISCLOSED EXCEPT AS SPECIFICALLY AUTHORIZED

2. FILL ALL ENGRAVING WITH BLACK INK.

INTERPRET ALL DIMENSIONS AND

TOLERANCES AS PER ASME Y14.5M-1994]
REMOVE ALL SHARP EDGES AND BURRS | Ref Qty:
MACHINED SURFACES 125Mu .X +.030
ANGLES .5 XX £.015
FRACTIONS +1/16 XXX £.006
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