‘ VESSEL (A): 0593109
rG DATE OF INSPECTION: 2009 Jul 13

WMUNICIEAL AFFAIRS the pressure equipment safety authority

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC Max. Inspection Interval: 1.00  Yr.
Year Built: 2009
AIRDRIE, AB Serial #: 2009-7995-02B
T4A QA6 Volume: 0.513 M3
Heating Surface:
COMPANY CODE: Surface Area:

DESCRIPTION: HORIZONTAL PROPANE ACCUMULATOR
LOCATION: STOCK, AIRDRIE
MANUFACTURER: ALCO GAS & OIL PRODUCTION EQUIPMENT LTD ~
Pressure Relief Valves

PART MAX. ALLOWABLE MAX. TEMP MIN. TEMP VALVEID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 66 C -29 C 5V1 TO BE INSTALLED

Terms and Conditions:
Contact the ABYSA Safety Codes Officer before placing the vessel/boiler in service.

Vessel/Boiler to be installed in accordance with the Safety Codes Act and Regqulations,
Verify that vessel/boiler is protected by an acceptable ASME Code pressure relief device, of adequate

capacity, set at no more than maximum pressure authorized and installed in accordance with the Safety
Codes Act & Requlations.

Permit Issued by: ZHENG, FRANK Signature:

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER;
An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or otherwise disposed of.

The owner or persen in charge shall report all accidents involving Pressure Equipment to the district Safety Codes Officer immediately and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless authorized by a Safety Codes Officer.

ABSA: P4 Tower 3, Suite 590 1212-31 Ave, Calgary, AB, T2E 758 = (403) 291-7070



VESSEL (A): 0593108
rq DATE OF INSPECTION: 2009 Jul 13

PMUNKIIPAL AFFA|RS the pressure equipment safety authority

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC Max. Inspection Interval: 1.00  Yr.
Year Built: 2009
1276 KINGSLAND ROAD CRN: U5214.2
AIRDRIE, AB Serial #: 2009-7995-02A
T4A QA6 Volume: 0.513 M3
Heating Surface:
COMPANY CODE: Surface Area:

DESCRIPTION: HORIZONTAL PROPANE ACCUMULATOR
LOCATION: STOCK, AIRDRIE
MANUFACTURER: ALCQO GAS & OIL PRODUCTION EQUIPMENT LTD
Pressure Relief Valves

PART MAX, ALLOWABLE MAX. TEMP MIN. TEMP VALVEID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 66 C -2% C Svl TO BE INSTALLED

Terms and Conditions:
Contact the ABSA safety Codes Officer before placing the vessel/boiler in service,

Vessel/Boiler to be installed in accordance with the Safety Codes Act and Regulations.
Verify that vessel/beoiler is protected by an acceptable ASME Code pressure relief device, of adequate

capacity, set at nc more than maximum pressure authorized and installed in accordance with the Safety
Codes Act & Regqulaticons.

Permit Issued by: ZHENG, FRANK Signature: [ra 4t,é%

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:

An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or otherwise disposed of.

The owner or person in charge shall report all accidents involving Pressure Equipment to the district Safety Codes Officer Iimmediately and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless authorized by a Safety Codes Officer.

ABSA: Tower 3, Suite 590 1212-31 Ave, Calgary, AB, T2E 758 2 (403) 201-7070



Abeiia

MUNICIFAL AFFAIRS

VESSEL (A): 0593115
DATE OF INSPECTION: 2009 Jul 14

24

the pressure equipment safety authority

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC

1278 KINGSLAND ROAD

Max. Inspection Interval: Yr.
Year Built: 2009
CRN: U1623.2

Serial #: 0911802-1B

AIRDRIE, AB
T4A 0AS Volume: D.100 M3
Heating Surface: 1.00 M2
COMPANY CODE: Surface Area:

DESCRIPTION: AIR COOLER
LOCATION: STOCK, CALGARY
MANUFACTURER: AIR COOLED EXCHANGERS, LLC
Pressure Relief Valves

PART MAX. ALLOWABLE MAX. TEMP MIN. TEMP VALVEID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 93 C -29 C 5V1 TO BE INSTALLED

Terms and Conditions:

NOT SUBJECT TO ANNUAL FEES AS PER INFORMATION BULLETIN IB06-001 {g)
AIR COOLED OR PLATE TYPE HEAT EXCHANGERS;

Owner to establish and maintain an integrity assessment program for this pressure equipment.

Verify that vessel/boiler is protected by an acceptable ASME Code pressure relief device, of adequate

capacity, set at no more than maximum pressure authorized and installed in accordance with the Safety
Ccdes Act & Requlations.

Vessel/Boiler to be installed in accordance with the Safety Codes Act and Regulations.

Permit Issued by: ZHENG, FRANK

Signature: M é%z

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:
An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or ctherwise disposed of.

The owner or person in charge shall report all accidents involving Pressure Equipment to the district Safety Codes Officer immedialely and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless autherized by a Safety Codes Officer.

ABSA: Tower 3, Suite 590 1212-31 Ave, Calgary, AB, T2E 758 ® (403) 291-7070



VESSEL {A): 0593114
_ rq DATE OF INSPECTION: 2009 Jul 14

MLUNICIFAL AFFAIRS the pressure equipment aafety autharity

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC Max. Inspection Interval: Yr,
’ Year Built: 2009
1276 KINGSLAND ROAD CRN: U1623.2
AIRDRIE, AB ’ Serial #: 0911801-1B
T4A 0AB Volume: 0.100 M3
Heating Surface: 1.00 M2
COMPANY CODE: Surface Area:

DESCRIPTION: AIR COOLER
LOCATION: STOCK, CALGARY
MANUFACTURER: AIR COOLED EXCHANGERS, LLC
Pressure Relief Valves

PART MAX. ALLOWABLE MAX. TEMP MIN. TEMP VALVEID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 93 C -28 C 5Vl TO BE INSTALLED

Terms and Conditions:
NOT SUBJECT TO ANNUAL FEES AS PER INFORMATION BULLETIN IB0O&6-001 (g)
ATR COOLED OR PLATE TYPE HEAT EXCHANGERS:

Owner to establish and maintain an integrity assessment program for this pressure egquipment.

Verify that vessel/boiler is protected by an acceptable ASME Code pressure relief device, of adequate
capacity, set at no more than maximum pressure authorized and installed in accordance with the Safety
Codes ACt & Regulations.

Vessel/Boiler to be installed in accordance with the Safety Codes Act and Regulations.

Permit Issued by: ZHENG, FRANK Signature: m M

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:

An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or otherwise disposed of.

The owner or person in charge shall report all accidents involving Pressure Equipment to the district Safety Codes Officer immediately and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless authorized by a Safety Codes Officer.

ABSA: D<) Tower 3, Suite 590 1212-31 Ave, Calgary, AB, T2E 758 & (403) 291-7070




' . VESSEL (A): 0593113
n rG DATE OF INSPECTION: 2009 Jul 14

MUMICIEPAL AFFAIRS the pressure equipment safely authority

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC Max. Inspection Interval: Yr.
Year Built: 2009
1276 KINGSLAND ROAD CRN: U1623.2
AIRDRIE, AB Serial #: 09118021A
T4A 0AB Volume: 0,100 M3
Heating Surface: 1.00 M2
COMPANY CODE: Surface Area:

DESCRIPTION: AIR COOLER
LOCATION: STOCK, CALGARY
MANUEACTURER: AIR COOLED EXCHANGERS, LLC B
Pressure Relief Valves

PART MAX, ALLOWABLE MAX. TEMP MIN. TEMP VALVE ID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 93 C -29 C sv1 TO BE INSTALLED

Terms and Conditions:

NOT SUBJECT TO ANNUAL FEES AS PER INFORMATION BULLETIN IB06-0C1 (g)
AIR COOLED OR PLATE TYPE HBEAT EXCHANCERS;

Owner to establish and maintain an integrity assessment program for this pressure equipment.
Verify that vessel/boiler is protected by an acceptable ASME Code pressure relief device, of adequate
capacity, set at no more than maximum pressure authorized and installed in accordance with the sSafety

Codes Act & Regulations.

Vesgel/Boiler to be installed in accordance with the Safety Codes Act and Regulations.

Permit Issued by: ZHENG, FRANK Signature: M

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:
An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or otherwise disposed of.

The owner or person in charge shall report all accidents involving Pressure Equipment to the district Safety Codes Officer immediately and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless authorized by a Safety Codes Officer.

ABSA: Tower 3, Suite 590 1212-31 Ave, Calgary, AB, T2E 758 ® (403) 291-7070



| VESSEL (A): 0593112
IG DATE OF INSPECTION: 2009 Jul 14

MUNICIPAL AFFAIRS the pressure equipment salety authority

Certificate of Inspection Permit

GUNNING INVESTMENT RECOVERY SERVICES INC Max. Inspection Interval: Yr.
Year Built: 2009
1276 KINGSLAND ROAD — CRN: U1623.2
AIRDRIE, AB Serial #: 0911801-1A
T4A 0A6 Volume: 0.100 M3
Heating Surface: 1.00 M2

COMPANY CQODE: Surface Area:
DESCRIPTION: AIR COOLER :
LOGATION: STOCK, CALGARY
MANUFACTURER: AIR COOLED EXCHANGERS, LLC

Pressure Relief Valves

PART MAX. ALLOWABLE MAX. TEMP MIN. TEMP VALVE ID SETTING CAPACITY LOCATION
PRESSURE
VESSEL 2068 KPA 93 C -29 C 5v1 TG BE INSTALLED

Terms and Conditions:

NOT SUBJECT TO ANNUAL FEES AS PER INFORMATION BULLETIN IBQ&6-0Cl (g)
ATR COOLED OR PLATE TYPE HEAT EXCHANGERS;

Owner to establish and maintain an integrity assessment program for this pressure equipment.
Verify that vessel/boiler is protected by an acceptable ASME Code pressure relief device, of adequate
capacity, set at no more than maximum pressure authorized and installed in accordance with the Safety

Codes Act & Regulations.

Vessel/Boiler to be installed in accordance with the Safety Codes Act and Regulations.

Permit Issued by: ZHENG, FRANK Signature: M %
o

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:
An owner or vendor must notify the Administrator in writing when the pressure equipment identified on this certificate is sold or otherwise disposed of.

The owner or person in charge shall report all accidents involving Pressure Equipment to the district Safety Cades Officer immediately and shall send a full
report in writing to the Administrator as required by the Act. No repairs or alterations may be made unless authorized by a Safety Codes Officer.

ABSA: [4 Tower 3, Suite 580 1212-31 Ave, Calgary, AB, T2E 758 o (403) 291-7070

T



AIR COOLED EXCHANGERS, LLC

| e, 1201 8 9TH - BROKEN ARROW, OKLAHOMA 74012
O Ph (918} 2517477
. Fax (918) 2551833
E-MAIL SALES@ACE-COOLERS NET

COOLER PERFORMANCE SPECIFICATION

| CUSTOMER _ ALCO e PROPOSAL NUMBER 452205 !
REFERENCE __PLANT 1 DATE 43012008 __7__:1

[MODEL  __EM8 o PAGE _ A —

- PERFORMANCE OF ONE UNIT

_SERVICE ] __ABOO AB10 ) !

JFlow T T T ZSSOUHHR - sATeRHR T T T e e —

TFLuid ' 752 PROGUCT -

| TEMPERATURE IN.F 113.0 w17 - N
TEMPERATURE OUT, F ! 110.0 1200

rINLET PRESSURE, PSIG ! 201.0 1985 :

PRESSURE DROP, PS! | EE - 65 ’ " i

“DUTY, BTWHOUR 338205 44000 - !
" CORRECTED MTD E 157 5538 ) T

"BARE TUBE RATE . o 126.0 624 T T

I'FOULING T §.60700 05700 i T

TBARE SURFACE, SG.FT, . 180 13 - -

 TOTAL SURFACE SQ. FT. f 2863 202

) _ CONSTRUCTION

. NO. SECTIONS I i T 1

' NO. TUBES/SECTION 142 16 E‘

| LENGTH ! 8.0 80 ;

NO.ROWS \ 3 3

NO. PASSES T 4 g - T ]

" COUNTERFLOW - YES O

{ TUBE C.D. AND BWG 625XTEBWG 625X16BWG )

"TUBE MATERIAL T SAZT4(WLD) SA21HWLD) —

{ DESIGN PRESSURE, PSI | 300 a0 - T
DESIGN TEMPERATURE, F 2000-20 300/-20 ‘

" NOZZLES-INLET ! 2-300RF 1-300RF - T
NOZZLES-QUTLET ] Z00RF 1-300RF

- HEADER TYPE CUTBOXWRLUGS T BOXWIPLIGS

| HEADER MATERIAL B SA516-70 5A-516-70

“ASME CODE STAMP - YES W/NB VES WiNB - —

| GROOVED TUBE SHEET YES YES
. CORROSION ALLOWANCE 7063 G083

[PLUGS, TYPE SHOULDER SHGULDER

_PLUGS. MATERIAL SA-105 SA-105 T

. TURBULATORS B - B T T

ACCELERATORS — — —
LOUVERS [

: STRESS RELIEVE 1 NO NO ]

" NDE : BUTT WELDS BUTT WELDS -

. ADDITIONAL CODES 1 T
_CANADIAN REGISTRATION AB ~ AB e T
. ADDITIONAL COUPLINGS : !

_BYPASSNOZZLE | - R ~ i

_FINS © FYPERFLFOOT HVPERFLFOOT — ~ — &= - ;

- o AIR DATA

TINCET AR F 900 ) ELEVATION, FT. 3000 j

{ QUTLET AIR, F__ 1012 TOTAL SCFM 31446 !
o MECHANICALEQUIPMENT ]

"NOFANS _ 1 HPIFAN 12.9 RPM 849 DIA_ 54 ) ]

TFAN  MODRE SERIES 24 FAN MATERIAL ALUM NUMBER OF BLADES 3 PITCH 15 DEGREES i

i V-Belt Dnve By (1} 15 HF 1800 RPM 460/3/60 TEFC ELECTRIC MOTOR ﬁi

‘ DRAFT TYPE ___ FORCED - ) T

% TEST SHIPPING WEIGHT 15667 WIDTH 55 LENGTH Aa HEIGHT 7.1 |
ACCESSORIES Ha‘ulgudl’d Bugscreen. MURPHY{V5-Z-Ex} XP VIBRATION SWITCH

TFINISH ACE std prep w/ one coal ACE std primer

— —_ _— _






