


9410 - 20 Ave N.W.

Edmonton, Alberta, Canada  T6N 0A4

Tel: (780) 437-9100 / Fax: (780) 437-7787

August 18, 2011

MEDICINE HAT, AB   T1A 8R1

925-23 STREET SW

A DIVISION OF ARGO SALES LTD

Susan Wall

The design submission, tracking number 2011-05074, originally received on August 11, 2011 was
surveyed and accepted for registration as follows:

CRN :

Drawing No. :

Accepted on:V5361.2

Reg Type: New Design

August 18, 2011

34000-REG Rev 0 As Noted

Design Temperature MDMTMAWPDescription

CkPa C288 -456205Internal Pressure

CkPa C288 -45103External Pressure

Sincerely,

BRANDON, GREG

The registration is conditional on your compliance with the following notes:

Piping attached to nozzles N2 and N10 shall be removable for inspection purposes.

A note is required on the drawing indicating that requirements for production impact tests and for impact-tested
weld procedures are exempt per UCS-67(a)(2), subject to the use of welding consumables that have been
qualified for use at or below the MDMT

Joint efficiency for circumferential seams ("heads") is 0.70 since RT-2 radiographs on circumferential seams
cannot be used to qualify those seams as spot-radiographed.

Registered design temperature corrected from 260°C to 288°C.

An invoice covering survey and registration fees will be forwarded from our Revenue Accounts.

If you have any question don't hesitate to contact me by phone at (780) 433-0281 or fax (780) 437-7787  or
e-mail brandon@absa.ca.

BROMLEY MECHANICAL SERVICES INC

Attention:

Page 1 of 1














	V-908 MDR-Plate-ABSA-TSASK_Part2
	ABSA CRN V5361.2 (Revised)
	V-908 MDR-Plate-ABSA-TSASK_Part1
	V-908 MDR-Plate-ABSA-TSASK_Part3
	V-908 MDR-Plate-ABSA-TSASK_Part4
	V-908 MDR-Plate-ABSA-TSASK_Part5
	V-908 MDR-Plate-ABSA-TSASK_Part6
	V-908 MDR-Plate-ABSA-TSASK_Part7



